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Axair Fans UK Limited

ATEX specifications available on request

ST10/75/Metal Pedestal

Motor dimensions will vary according to source.

Dimensions
ØD A B C E G H L M V X X1 Z

75 115 135 127 158 97 32 48 57 140 160 56 260

Motor Size Motor P

0.12kW & 0.09kW ‘56’ frame 285

LG 0 LG 90L LG 270

L 90 L 180 L 270 L 0

Euro

BS

LG 180

Please note: the ST10 is only available with a metal pedestal.

Handing & Orientation
Available handing and orientation viewed on air inlet
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ATEX specifications available on request

ST10 Performance Curve

Electrical Data

Maximum airflow
temperature: 50°C

Model Motor /min Supply Full Load Start Supply Full Load Start

ST10/2 0.12kW 2870 230/1/50 1A 4A 400/3/50 0.5A 2A

ST10/4 0.09kW 1450 230/1/50 1A 3A 400/3/50 0.4A 2.5A

Weight kg Metal Ped & Fan

1 ~ 3 ~

10 10

10 10

Sound Data
Speed Qv SP LwA LpA * Octave band (Hz)

RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 80 79 67 46 82 79 72 61 59 47 40 34

2870 157 308 81 61 97 94 86 76 74 62 55 49

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request


