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ST14/125/Metal Pedestal

ATEX specifications available on request

ØD A B C E G H L M X X1 Y Y1 Z Z1

125 188 232 227 218 170 55 110 83 450 80 450 345 450 385

Motor Size Motor P

1.1kW ‘71/80’ frame 393

LG 0 LG 90L LG 270

L 90 L 180 L 270 L 0

Euro

BS

LG 180

Motor dimensions may vary according to source.

Dimensions

Handing & Orientation
Available handing and orientation viewed on air inlet
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ST14/125/Box Pedestal

Axair Fans UK Limited

ATEX specifications available on request

Dimensions
ØD A B C E G H L Q

125 188 232 227 218 170 55 110 93

Motor Rating Motor P U U1 V V1 W W1

1.1kW ‘71/80’ frame 463 85 365 260 200 330 260

LG 0 LG 90L LG 270

L 90 L 180 L 270 L 0

Euro

BS

LG 180

Handing & Orientation
Available handing and orientation viewed on air inlet

Motor dimensions may vary according to source.
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ST14 Performance Curve

Maximum airflow
temperature: 50°C

Electrical Data
Model Motor Supply Full Load Start Supply Full Load Start 1~ 3~ 1~ 3~

ST14/2 1.1kW 230/1/50 7A 30A 400/3/50 2.5A 18A 21 19 22 20

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

Sound Data
Speed Qv SP LwA LpA * Octave band (Hz)

RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1725 468 418 79 59 93 84 83 76 73 66 68 56

2870 780 1155 90 70 104 95 94 87 84 77 79 67

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request


