
ATEX specifications available on request
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Handing & Orientation
Available handing and orientation viewed on air inlet
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200 291 350 338 280 250 40 110 100 650 545 600 570

Motor Size Motor X X1 X2 P

7.5kW ‘132’ frame 550 132 682 680

LG 0 LG 90L LG 270

L 90 L 180 L 270 L 0

Euro

BS

LG 180

Motor dimensions may vary according to source.

Dimensions

ST18/ 200/ Metal Pedestal

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S35 / 315 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E F G H L M Y Y1 Z Z1
315 370 570 450 130 170 255 60 150 170 650 545 600 540

Motor Size Motor X X1 X2
2,2kW, 4kW & 5,5kW ‘112’ frame 550 112 662
7,5kW ‘132’ frame 550 132 682
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ATEX speci�cations available on request, please contact us.
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DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / METAL PEDESTAL

HANDING & ORIENTATION
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ØD A B C E G H L M Y Y1
160 235 288 278 262 205 40 100 97 450 345

Motor Size Motor

X X1

2,2kW ‘90’ frame

450 90
Z

450

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal. Motor dimensions will vary according to source. 
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ATEX specifications available on request

Handing & Orientation
Available handing and orientation viewed on air inlet

ØD A B C E G H L Q R

200 291 350 338 280 250 40 110 100 750

Motor Rating Motor U U1 V V1 W W1

7.5kW ‘132’ frame 122 578 500 400 585 480

LG 0 LG 90L LG 270

L 90 L 180 L 270 L 0

Euro

BS

LG 180

Motor dimensions may vary according to source.

Dimensions

ST18 / 200/ Box Pedestal

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / BOX PEDESTAL

HANDING & ORIENTATION
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Motor Size Motor

U1 V

2,2kW ‘90’ frame

455 340
V1

267
W

405
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The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 
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DIMENSIONS (mm)

ATEX speci�cations available on request, please contact us.

S35 / 315 / BOX PEDESTAL

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

ØD A B C E F G H L Q
315 370 570 450 130 170 255 60 150 180

Motor Rating Motor R U1 U2 V V1 W W1
4kW, 5.5kW & 2.2kW ‘112’ Frame 880 122 578 500 400 585 480

Available handing and orientation viewed on air inlet

HANDING & ORIENTATION
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ST18 Performance Curve

P. 33
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CARACTÉRISTIQUES ÉLECTRIQUES

IP55 Asynchrone 
Triphasé 7,5 2870 400/690 14,3/8,23 70,4 61183000

Sonde PTC obligatoire pour moteur ATEX avec variateur

Moteur Puissance (kW) Moteurs RPMs (RPM) Voltage (V) Intensité (A) Poids (kg) Référence

Sound Data
  Speed      Qv SP LwA LpA * Octave band (Hz)

  T/min  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

2000 2141 1567 89 69 104 92 89 87 83 82 77 71

2870 3073 3227 97 77 112 100 97 95 90 90 85 78

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

   Model           Motor Supply     Full Load Start

    ST18   7.5kW-2870/min 400/3/50       14.3A 132A

Weight kg
Box Pedestal & Fan

Weight kg
Metal Pedestal & Fan

3 ~ Only 3 ~ Only

119 123

Electrical Data

Maximum airflow
temperature: 50°C


