
ATEX specifications available on request

S15 / 125 / Box Pedestal
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Polypropylene fans designed to extract and resist the widest range of corrosive 
and hazardous fumes in chemical and industrial extraction from the UK’s leading 
independent fan integration specialists.
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Axair Fans UK Limited

With over 25 years of experience working with SEAT ventilation, Axair supports a large network of UK 
fume cupboard manufacturers and those within the environmental corrosive fume market with our 
range of industrial fans. Corrosion resistant fans are supplied with metal or outdoor polypropylene 
pedestals and are specified to match the exact requirements of the applications operating and 
performance duty.

We specialise in sub manufacturing SEAT polypropylene moulded fans designed to extract and resist 
a wide range of corrosive fumes in laboratory and industrial extraction applications. All SEAT fans are 
held in stock in Newcastle under Lyme and are available for immediate despatch. 

Learn more at www.axair-fans.co.uk.

About Us
Axair Fans UK Limited

Page 4: Applications Page 5: S Range

Page 23: ST Range Page 35: Accessories

Our team have a thorough knowledge of 
corrosive and ATEX explosive atmospheres.”
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Options for your application

• Single piece moulded, high density polypropylene casing
• 10 sizes to cover a wide range of applications
• A range of motor sizes available for each fan size
• Industry standard round spigot sizes
• Compact design and easy assembly
• Lightweight & transportable
• Direct driven motors
• Held in stock

Polypropylene Fans

Electrical options:
• 230V 1~ motor. EC available
• 230/400V 3~ direct-on-line or inverter supplied 

motor. EC available.
• 400/690V 3~ motors in larger sizes
• Pre-wired electrical isolators
• Motor starters
• Inverter drives
• Airflow controllers
• ATEX motors

Mechanical options:

• Multiple orientations
• Metal or weather proof box pedestal
• Anti-vibration mountings
• Flexible connectors
• Flange pairs
• Manual dampers
• Drain hose connectors

• ATEX polypropylene/carbon fans

Technical Expertise
We have over 25 years‘ of experience in 
corrosive air movement and explosive 
environments. Our team of sales 
engineers are industry experts. 

Stock Availability

Our customers benefit from short lead 
times and unrivalled stock availability 
on an extensive range of fume fans. 
We‘re confident that our stock and 
logistics policy enables us to maintain 
a position that will provide continuity of 
business and a cost effective solution 
to industrial corrosion resistant fan 
procurement.

Customer Support

From enquiry through to delivery and 
after-sales care, our team will provide 
any technical support you may need. 
Our team have a thorough knowledge 
of corrosive and ATEX explosive 
atmospheres.
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Axair Fans UK Limited

Laboratory Extraction

Fume Extract Arms Process Fume Extraction

Typical Applications

For a more extensive list of applications that use polypropylene corrosion resistant fans or to 
download additional literature visit our website at www.axair-fans.co.uk

Environmental Chambers
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Our ‘S’ range of polypropylene fans are designed to provide high air flow against medium system 
pressures. Typical applications include the extract of corrosive fumes from laboratory fume cupboards.
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Axair Fans UK Limited

ATEX specifications available on request

S15/125/Metal Pedestal

Motor dimensions may vary according to source.

Dimensions
ØD A B C E F G H L M Y Y1 Z Z1

125 170 240 203 100 32 115 30 70 80 350 250 410 350

Motor Size Motor X X1 X2 P

0.37kW (2p) & 0.25kW (4p) ‘71’ frame 280 71 351 380

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX speci�cations available on request, please contact us.

Fixing Holes
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Y

S15 / 125 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

ØD A B C E F G H L M Y Y1 Z Z1
125 170 240 203 100 32 115 30 70 80 350 250 410 350

Motor Size Motor X X1 X2
0,37kW & 0,25kW ‘71’ frame 280 71 351

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
380
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ATEX specifications available on request

S15/125/Box Pedestal

Dimensions
ØD A B C E F G H L Q R U U1 V

125 170 240 203 100 32 115 30 70 80 530 369 81 340

Motor Size Motor V1 W W1

0.37kW (2p) & 0.25kW (4p) ‘71’ frame 267 410 318

Motor dimensions may vary according to source.

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

 

S15 / 125 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

R C

A

B

E F

ØD

ØD

G

H

L Q V1

U

U1

W
W1

V

ØD A B C E F G H L Q
125 170 240 203 100 32 115 30 70 80

Motor Rating Motor R U1 U2 V V1 W W1
0,37-2 & 0,25-4 ‘71’ Frame 530 81 369 340 267 410 318

Performance 
curve on 

p8



1

S15 Performance Curve

Axair Fans UK Limited

Electrical Data

3

SEAT 15

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 245 106 67 46 82 76 71 64 59 48 42 34

2870 414 485 81 61 97 91 86 79 74 63 57 49

Octave band (Hz)
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Flow rate (m3/h)

930 RPM

1450 RPM

3450 RPM

2100 RPM

2500 RPM

3150 RPM

1725 RPM

2870 RPM
0.37 kW

Standard 50 Hz
60 Hz or frequency variation

1~ 3~

 Model  Motor    Supply  Full Load Start Supply Full Load Start 1~ 3~ 1~ 3~ 

  S15/4 0.25kW 230/1/50 2A 7A 400/3/50 1.0A 5A 11 9 19 18

  S15/2 0.37kW 230/1/50 2.6A 10A 400/3/50 1A 6A 11 9 19 18

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

Maximum airflow
temperature: 50°CSound Data

 Speed     Qv SP LwA LpA * Octave band (Hz)

   RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

   1450    245 106 67 46 82 76 71 64 59 48 42 34

   2870    414 485 81 61 97 91 86 79 74 63 57 49

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

0.25kW
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S20/160/Metal Pedestal

Motor dimensions may vary according to source.

ØD A B C E F G H L M Y Y1 Z Z1

160 208 303 240 100 57 143 32 84 94 350 250 410 350

Motor Size Motor X X1 X2 P

0.25kW & 0.55kW ‘71’ frame 280 71 351 410

0.75kW & 1.1kW ‘80’ frame 280 80 360 410

DimensionsThe fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S20 / 160 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

Fixing Holes

B

C E F

ØD

G

Z1
Z

A

ØD

H

L M
Y1

X
X2

X1

Y

ØD A B C E F G H L M Y Y1 Z Z1
160 208 303 240 100 57 143 32 84 94 350 250 410 350

Motor Size Motor X X1 X2
0,25kW & 0,55kW ‘71’ frame 280 71 351
0,75kW & 1,1kW ‘80’ frame 280 80 360

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
410
410

ATEX specifications available on request

Performance 
curve on 

p11Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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S20/160/Box Pedestal

_

Axair Fans UK Limited

ØD A B C E F G H L Q

160 208 303 240 100 57 143 32 84 90

Motor Size Motor R U U1 V V1 W W1

0.25kW & 0.55kW ‘71’ frame 552 81 369 340 267 410 318

0.75kW & 1.1kW *When ‘71’ 552 81 369 340 267 410 318

0.75kW & 1.1kW *When ‘80’ 552 90 360 340 267 410 318

Dimensions

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX speci�cations available on request, please contact us.

S20 / 160 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

ØD A B C E F G H L Q
160 208 303 240 100 57 143 32 84 90

Motor Rating Motor R U1 U2 V V1 W W1
0,25 & 0,55 ‘71’ frame 552 81 369 340 267 410 318
0,75 & 1,10 *When ‘71’ 552 81 369 340 267 410 318
0,75 & 1,10 *When ‘80’ 552 90 360 340 267 410 318

* Choice depends on the make and model selected

R C

A

B

E F

ØD

ØD

G

H

L Q V1

U

U1

W
W1

V

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.

ATEX specifications available on request

Performance 
curve on 

p11
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S20 Performance Curve

_

Electrical Data
1~ 3~

 Model Motor Supply Full Load Start  Supply Full Load Start 1 ~ 3 ~ 1 ~ 3 ~

 S20/4 0.25kW 230/1/50 2A 7A 400/3/50 1A 5A 11 10 20 18

S20/2L 0.55kW 230/1/50 3.8A 15A 400/3/50 1.3A 8A 12 10 21 19

S20/2M 0.75kW 230/1/50 5A 20A 400/3/50 1.8A 12A 15 12 22 20

S20/2H  1.1kW 230/1/50 7A 30A 400/3/50 2.5A 17.5A 16 13 24 23

Weight (kg) 
Box Pedestal & Fan

Weight (kg) 
Metal Pedestal & Fan

Maximum airflow
temperature: 50°C

Sound Data
 Speed     Qv SP LwA LpA * Octave band (Hz)

  RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

  1450    760 188 76 56 93 76 80 73 66 55 53 46

  2870   1500 735 91 70 108 91 95 88 81 70 67 61

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request
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Flow rate (m3/h)

SEAT 20

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 760 188 76 56 93 76 80 73 66 55 53 46

2870 1500 735 91 70 108 91 95 88 81 70 67 61

Octave band (Hz)

930 RPM
0.18 kW

1450 RPM

3450 RPM

2100 RPM

2500 RPM

3150 RPM

1725 RPM

2870 RPM

Standard 50 Hz
60 Hz or frequency variation

0.25kW

0.75kW

1.1kW0.55kW

0.75kW
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S25/200/Metal Pedestal

ØD A B C E F G H L M Y Y1 Z Z1

200 248 365 310 103 92 165 35 95 105 450 345 450 385

Motor Size Motor X X1 X2 P

0.37kW ‘71’ frame 450 71 521 465

1.5kW, 2.2kW & 3kW ‘90’ frame 450 90 540 465

Dimensions

Motor dimensions may vary according to source.

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S25 / 200 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

ØD A B C E F G H L M Y Y1 Z Z1
200 248 365 310 103 92 165 35 95 105 450 345 450 385

Motor Size Motor X X1 X2
0,37kW ‘71’ frame 450 71 521
1,5kW, 2,2kW & 3kW ‘90’ frame 450 90 540

Fixing Holes

B

C E F

ØD

G

Z1
Z

A

ØD

H

L M
Y1

X
X2

X1

Y

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
465
465

Axair Fans UK Limited

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.

ATEX specifications available on request
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S25/200/Box Pedestal

ØD A B C E F G H L

200 248 365 310 103 92 165 35 95

Motor Size Motor R U U1 V V1 W W1 Q

0.37kW (4p) ‘71’ frame 580 81 369 340 267 410 318 100

1.5kW, 2.2kW & 3kW (2p) ‘90’ frame 610 95 455 340 267 405 330 115

Dimensions

Motor dimensions may vary according to source.

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX speci�cations available on request, please contact us.

S25 / 200 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

ØD A B C E F G H L
200 248 365 310 103 92 165 35 95

Motor Rating Motor R U1 U2 V V1 W W1 Q
0,37 - 4 ‘71’ frame 580 81 369 340 267 410 318 100

1,5, 2,2 & 3,0 - 2    ‘90’ frame 610 95 455 340 267 405 330 115

R C

A

B

E F

ØD

ØD

G

H

L Q V1

U

U1

W
W1

V

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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S25 Performance Curve

Axair Fans UK Limited

Electrical Data
1~ 3~

 Model  Motor Supply Full Load Start Supply Full Load Start 1~ 3~ 1~ 3~

  S25/4 0.37kW 230/1/50 3A 10A 400/3/50 1.1A 6.5A 14 11 28 26

 S25/2L  1.5kW 230/1/50 9A 40A 400/3/50 3.1A 24A 26 22 36 33

 S25/2M  2.2kW 230/1/50 14A 65A 400/3/50 4.4A 34.5A 28 25 38 36

S25/2H 3kW - - - 400/3/50 6A 47.5A - 29 - 44

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

Sound Data
 Speed      Qv SP LwA LpA * Octave band (Hz)

   RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450    1330 322 78 57 100 81 81 75 69 61 58 53

2870    2630 1261 93 72 115 96 96 90 84 76 73 68

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

Maximum airflow
temperature: 50°C

7

SEAT 25

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 1330 322 78 57 100 81 81 75 69 61 58 53

2870 2630 1261 93 72 115 96 96 90 84 76 73 68

Octave band (Hz)
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Flow rate (m3/h)

Standard 50 Hz
60 Hz or frequency variation

930 RPM
0.18 kW

1450 RPM

3450 RPM

2100 RPM

2500 RPM
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1725 RPM

2870 RPM

1.5 kW

2.2 kW

2.2 kW

3 kW

0.37kW
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S30/250/Metal Pedestal

ØD A B C E F G H L M Y Y1 Z Z1

250 300 450 373 117 112 198 35 110 120 450 345 450 385

Motor Size Motor X X1 X2 P

All sizes ‘90’ frame 450 90 540 495

Dimensions

Motor dimensions may vary according to source.

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S30 / 250 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

ØD A B C E F G H L M Y Y1 Z Z1
250 300 450 373 117 112 198 35 110 120 450 345 450 385

Motor Size Motor X X1 X2
All sizes ‘90’ frame 450 90 540

Fixing Holes

B

C E F

ØD

G

Z1
Z

A

ØD

H

L M
Y1

X
X2

X1

Y

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
495

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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S30/250/Box Pedestal

Axair Fans UK Limited

Motor dimensions will vary according to source.

ØD A B C E F G H L Q

250 300 448 373 117 112 198 35 110 130

Motor Rating Motor R U U1 V V1 W W1

0.75kW, 1.5kW (4p) ‘90’ frame 630 95 455 340 267 405 315

Dimensions

DIMENSIONS (mm)

ATEX speci�cations available on request, please contact us.

S30 / 250 / BOX PEDESTAL

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

R C

A

B

E F

ØD

ØD

G

H

L Q V1

U

U1

W
W1

V

ØD A B C E F G H L Q
250 300 448 373 117 112 198 35 110 130

Motor Rating Motor R U1 U2 V V1 W W1
0,75 & 1,5 - 4 ‘90’ Frame 630 95 455 340 267 405 315

Available handing and orientation viewed on air inlet

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270 RD 0 RD 90 RD 180 RD 270

L 90 L 180 L 270 L 0

Euro

BS R 90 R 180 R 270 R 0

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.

ATEX specifications available on request
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S30 Performance Curve

Maximum airflow
temperature: 50°C

1~ 3~

Model Motor Supply Full Load Start Supply Full Load Start 1 ~ 3 ~ 1 ~ 3 ~

S30/4 1.5kW 230/1/50 9.5A 40A 400/3/50 3.5A 24A 30 27 39 38

S30/4L 0.75kW 230/1/50 5.2A 27A 400/3/50 3A 10A 30 27 37 36

S30/6 0.75kW - - - 400/3/50 3.6A 10A - 27 - 36

Weight kg
Box Pedestal & Fan

Weight kg
Metal Pedestal & Fan

Electrical Data

Sound Data
Speed     Qv SP LwA LpA * Octave band (Hz)

  RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

    930    1590 206 72 51 86 82 72 68 66 62 57 52

   1450    2476 500 82 61 96 91 81 78 76 72 67 61

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

9

SEAT 30

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

930 1590 206 72 51 86 82 72 68 66 62 57 52

1450 2476 500 82 61 96 91 81 78 76 72 67 61

Octave band (Hz)
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Flow rate (m3/h)

930 RPM

1450 RPM
1.1 kW

730 RPM

Standard 50 Hz
60 Hz or frequency variation

1140 RPM

1300 RPM

1600 RPM

1725 RPM

0.75kW

0.75kW

1.1kW
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Axair Fans UK Limited

S35/315/Metal Pedestal

ØD A B C E F G H L M Y Y1 Z Z1

315 370 570 450 130 170 255 60 150 170 650 545 600 570

Motor Size Motor X X1 X2 P

2.2kW, 4kW & 5.5kW ‘112’ frame 550 112 662 724

7.5kW ‘132’ frame 550 132 682 822

We recommend this 
fan be run with an 
inverter & set for 

a slow ramp 
up time.

!

Dimensions

Motor dimensions may vary according to source.

Performance 
curve on 

p20

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S35 / 315 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E F G H L M Y Y1 Z Z1
315 370 570 450 130 170 255 60 150 170 650 545 600 540

Motor Size Motor X X1 X2
2,2kW, 4kW & 5,5kW ‘112’ frame 550 112 662
7,5kW ‘132’ frame 550 132 682

Fixing Holes

B

C E F

ØD

G

Z1
Z

A

ØD

H

L M
Y1

X
X2

X1

Y

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
724
822

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees 
adjustable. Always check the available discharge handings for 
your specific fan model.
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ATEX specifications available on request

S35/315/Box Pedestal

ØD A B C E F G H L Q

315 370 570 450 130 170 255 60 150 180

Motor Rating Motor R U U1 V V1 W W1

4kW, 5.5kW & 2.2kW ‘112’ frame 880 122 578 500 400 585 480

7.5kW ‘132’ frame 822 122 578 500 400 585 480

Motor dimensions may vary according to source.

Dimensions

DIMENSIONS (mm)

ATEX speci�cations available on request, please contact us.

S35 / 315 / BOX PEDESTAL

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

ØD A B C E F G H L Q
315 370 570 450 130 170 255 60 150 180

Motor Rating Motor R U1 U2 V V1 W W1
4kW, 5.5kW & 2.2kW ‘112’ Frame 880 122 578 500 400 585 480

Available handing and orientation viewed on air inlet

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

R C

A

B

E F

ØD

ØD

G

H

L Q V1

U

U1

W
W1

V

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees 
adjustable. Always check the available discharge handings for 
your specific fan model.
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p20
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S35 Performance Curve

Axair Fans UK Limited

    Model Motor Supply Full Load       Start

    S35/6 2.2kW-930/min 400/3/50 5.3A      31.5A

    S35/4L 4kW-1450/min 400/3/50 8A        62A

    S35/4M 5.5kW-1450/min 400/3/50 11.4A       94A

    S35/4H 7.5kW-1450/min 400/3/50 14.7A      109A

Weight kg
Box Pedestal & Fan

Weight kg
Metal Pedestal & Fan

3 ~ Only 3 ~ Only

60 55

65 65

65 65

102 80

Electrical Data

Maximum airflow
temperature: 50°C

Sound Data
 Speed     Qv SP LwA LpA * Octave band (Hz)

   RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

930 3770 290 79 59 86 88 79 76 73 71 68 62

1450 5880 704 89 69 96 98 89 85 82 81 77 71

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

11

SEAT 35

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

930 3770 290 79 59 86 88 79 76 73 71 68 62

1450 5880 704 89 69 96 98 89 85 82 81 77 71

Octave band (Hz)
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Flow rate (m3/h)

930 RPM
2.2 kW

1270 RPM

1100 RPM

1450 RPM

1610 RPM

1725 RPM

4 kW

5.5 kW

5.5 kW

7.5 kW

5.5 kW

7.5 kW

Standard 50 Hz
60 Hz or frequency variation

5.5 kW

7.5 kW
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S50 Metal Pedestal

Motor dimensions will vary according to source.

A B C D E F G H I I LG90

500 765 550 600 1315 740 660 610 1350 1505

K+F K L M N U

1255 515 400 715 620 1020

We recommend this 
fan be run with an 
inverter & set for 

a slow ramp 
up time.

!

Dimensions

Performance 
curve on 

p22

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

HANDING & ORIENTATION

LG 0 LG 90

L 90 L 180

Euro

BS

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

S50 is only available
with a metal pedestal

A D B C E F G H I I
LG90

500 600 765 550 1315 740 660 610 1350 1505

K+F K L M N U

1255 515 400 715 620 1020

G H

E

B

C

600

F

A

K

D

M

L

N
U

S50 METAL PEDESTAL

I

Please note, the S50 is only available with a metal pedestal.

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees 
adjustable. Always check the available discharge handings for 
your specific fan model.
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S50 Performance Curve

Axair Fans UK Limited

Electrical Data

Maximum airflow
temperature: 50°C

        Model             Motor Supply Full Load Start Weight kg Metal Ped & Fan (3~ Only)

         S50 5.5kW - 1450/min 400/3/50 11.4A 75A 215

Sound Data
 Speed      Qv SP LwA LpA * Octave band (Hz)

  RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

930
3165 723 79 58 95 87 82 73 71 65 58 53

5100 533 78 58 93 83 80 74 74 64 57 52

1450
4935 1757 88 68 105 96 92 83 81 75 68 63

7950 1300 88 67 103 93 90 83 84 74 67 62

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

13

SEAT 50

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

3165 723 79 58 95 87 82 73 71 65 58 53

5100 533 78 58 93 83 80 74 74 64 57 52

4935 1757 88 68 105 96 92 83 81 75 68 63

7950 1300 88 67 103 93 90 83 84 74 67 62

930

1450

Octave band (Hz)
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Flow rate (m3/h)

1450 RPM
5.5 kW

1330 RPM

1200 RPM

1060 RPM

Standard 50 Hz
Frequency variation

START UP BY FREQUENCY 
INVERTER ADVISED
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Volume (CMH)

STORM16

STORM14

STORM12

STORM10

The Axair ‘ST’ Storm range of polypropylene fans are designed to provide relatively low air flow against 
elevated system pressures. Typical applications include air filtration, local extraction arms, fume 
scrubbers and chemical stores.

Performance Range

ST16

St14

St12

St10
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ST Range

Page 24: ST10 Page 26: ST12

Page 32: ST16 Page 35: ST18

Page 29: ST14
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Axair Fans UK Limited

ST10/75/Metal Pedestal

Motor dimensions will vary according to source.

Dimensions
ØD A B C E G H L M V X X1 Z

75 115 135 127 158 97 32 48 57 140 160 56 260

Motor Size Motor P

0.12kW & 0.09kW ‘56’ frame 285

Please note: the ST10 is only available with a metal pedestal.

The fan shown is mounted on a metal pedestal. Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST10 / 75 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

Motor Size Motor
0,12kW & 0,09kW ‘56’ frame

Fixing Holes
4x6

ØD

G

H

X1

X

M V

A

B

C E

Z
10

Please note, the ST10 is only available on a metal pedestal.

L

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

ØD A B C E G H L M V
75 115 135 127 158 97 32 48 57 140

X X1
160 56

Z
260

P
285

P

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. 
Always check the available discharge handings for your specific fan model.
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ST10 Performance Curve

Electrical Data

Maximum airflow
temperature: 50°C

1~ 3~ Weight kg Metal Ped & Fan

 Model  Motor    /min Supply Full Load Start Supply Full Load Start 1 ~ 3 ~

 ST10/2  0.12kW    2870 230/1/50 1A 4A 400/3/50 0.5A 2A 10 10

 ST10/4  0.09kW    1450 230/1/50 1A 3A 400/3/50 0.4A 2.5A 10 10

Sound Data
 Speed      Qv SP LwA LpA * Octave band (Hz)

   RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

   1450      80 79 67 46 82 79 72 61 59 47 40 34

   2870     157 308 81 61 97 94 86 76 74 62 55 49

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

3

STORM 10

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 80 79 67 46 82 79 72 61 59 47 40 34

2870 157 308 81 61 97 94 86 76 74 62 55 49

Octave band (Hz)
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Flow rate (m3/h)

Standard 50 Hz
60 Hz or frequency variation

1450 RPM
0.09 kW

2870 RPM
0.12 kW

3450 RPM

3150 RPM

2600 RPM

2300 RPM

2000 RPM

1725 RPM
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Axair Fans UK Limited

ST12/90/Metal Pedestal

Motor dimensions may vary according to source.

ØD A B C E G H L M Y Y1 Z Z1

90 145 175 163 212 130 45 80 72 350 250 410 350

Motor Size Motor X X1 P

0.37kW & 0.25kW ‘71’ frame 280 71 380

Dimensions

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST12 / 90 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L M Y Y1
90 145 175 163 212 130 45 80 72 350 250

Motor Size Motor

X X1

0,37kW & 0,25kW ‘71’ frame

280 71
Z

410

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal. Motor dimensions will vary according to source. 

Fixing Holes

B

ØD

G

A

ØD

H
X

X1

Z1
Z

L M
Y1
Y

C E

Z1
350

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
380

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST12/90/Box Pedestal

ØD A B C E G H L Q P

90 145 175 163 212 130 45 80 82 530

Motor Rating Motor U U1 V V1 W W1

4kW, 5.5kW & 2.2kW ‘112’ frame 81 365 340 267 410 318

Motor dimensions may vary according to source.

Dimensions

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST12 / 90 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

Motor Size Motor
0,37kW & 0,25kW ‘71’ frame

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

B

ØD

G

A

W1
W

ØD

H

L Q V1

U

U1

V

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

C E

ØD A B C E G H L Q U
90 145 175 163 212 130 45 80 82 85

U1 V
365 260

V1
200

W
330

W1
260

P

P
530

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST12 Performance Curve

Axair Fans UK Limited

Electrical Data
1~ 3 ~

Model  Motor Supply Full Load Start Supply Full Load Start

ST12/2 0.37kW 230/1/50 2.8A 10A 400/3/50 1.0A 6A

ST12/4 0.25kW 230/1/50 2.0A 7A 400/3/50 1.0A 4.5A

Weight (kg) Box Ped & Fan Weight (kg) Metal Ped & Fan

1 ~ 3 ~ 1 ~ 3 ~

14 12 18 16

14 12 18 16

Sound Data

Maximum airflow
temperature: 50°C

  Speed      Qv SP LwA LpA * Octave band (Hz)

   RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

   1450     175 167 71 51 86 80 69 69 68 57 50 43

   2870     346 652 86 65 101 95 84 83 83 72 65 58

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

5

STORM 12

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1450 175 167 71 51 86 80 69 69 68 57 50 43

2870 346 652 86 65 101 95 84 83 83 72 65 58

Octave band (Hz)
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Flow rate (m3/h)

Standard 50 Hz
60 Hz or frequency variation

1450 RPM

2870 RPM
0.37 kW

3450 RPM

3150 RPM

2500 RPM

2200 RPM

1850 RPM

0.25kW



1

29

Performance 
curve on 

p31

ST14/125/Metal Pedestal

ØD A B C E G H L M X X1 Y Y1 Z Z1

125 188 232 227 218 170 55 110 83 450 80 450 345 450 385

Motor Size Motor P

1.1kW ‘71/80’ frame 393

Motor dimensions may vary according to source.

Dimensions

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST14 / 125 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L M Y Y1
125 188 232 227 218 170 55 110 83 350 250

Motor Size Motor

X X1

1,1kW ‘71/80’ frame

300 80
Z

410

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal. Motor dimensions will vary according to source. 

Z1
350

Fixing Holes

B

ØD

G

A

ØD

H
X

X1

Z1
Z

L M
Y1
Y

C E

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
393

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST14/125/Box Pedestal

Axair Fans UK Limited

Dimensions
         ØD A B C E G H L Q

        125 188 232 227 218 170 55 110 93

Motor Rating Motor P U U1 V V1 W W1

1.1kW ‘71/80’ frame 463 85 365 260 200 330 260

Motor dimensions may vary according to source.

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST14 / 125 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

Motor Size Motor
1,1kW ‘71/80’ frame

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

B

ØD

G

A

W1
W

ØD

H

L Q V1

U

U1

V

DIMENSIONS (mm)

ØD A B C E G H L Q U
125 188 232 227 218 170 55 110 93 85

U1 V
365 260

V1
200

W
330

W1
260

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

C E

P
463

P

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST14 Performance Curve

Maximum airflow
temperature: 50°C

Electrical Data
1 ~ 3 ~

 Model  Motor Supply Full Load Start Supply Full Load Start 1~ 3~ 1~ 3~

 ST14/2   1.1kW 230/1/50 7A 30A 400/3/50 2.5A 18A 21 19 22 20

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

Sound Data
 Speed      Qv SP LwA LpA * Octave band (Hz)

   RPM  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

   1725     468 418 79 59 93 84 83 76 73 66 68 56

   2870     780 1155 90 70 104 95 94 87 84 77 79 67

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

7

STORM 14

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1725 468 418 79 59 93 84 83 76 73 66 68 56

2870 780 1155 90 70 104 95 94 87 84 77 79 67

Octave band (Hz)
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Flow rate (m3/h)

Standard 50 Hz
60 Hz or frequency variation

2870 RPM
1.1 kW

3450 RPM

3150 RPM

2500 RPM

2200 RPM



DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L M Y Y1
160 235 288 278 262 205 40 100 97 450 345

Motor Size Motor

X X1

2,2kW ‘90’ frame

450 90
Z

450

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal. Motor dimensions will vary according to source. 

Z1
385

Fixing Holes

B
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H
X

X1

Z1
Z

L M
Y1
Y

C E

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
465
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Axair Fans UK Limited

ST16/160/Metal Pedestal

ØD A B C E G H L M Y Y1 Z Z1

160 235 288 278 262 205 40 100 97 450 345 450 385

Motor Size Motor X X1 P

2.2kW ‘90’ frame 450 90 465

Motor dimensions may vary according to source.

Dimensions

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST16/160/Box Pedestal

ØD A B C E G H L Q P

160 235 288 278 262 205 40 100 115 572

Motor Rating Motor U U1 V V1 W W1

2.2kW ‘90’ frame 95 455 340 267 405 330

Motor dimensions may vary according to source.

29

Dimensions
DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L Q U
160 235 288 278 262 205 40 100 115 95

Motor Size Motor

U1 V

2,2kW ‘90’ frame

455 340
V1

267
W

405

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

B

ØD

G

A

W1
W

ØD

H

L Q V1

U

U1

V

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

W1
330

C E

P
572

P

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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ST16 Performance Curve

Axair Fans UK Limited

Maximum airflow
temperature: 50°C

Electrical Data
1 ~ 3~

Model Motor Supply Full Load Start Supply Full Load Start 1~ 3~ 1~ 3~

ST16/2 2.2kW 230/1/50 14A 65A 400/3/50 4.5A 35A 26 24 37 35

Weight (kg)
Box Pedestal & Fan

Weight (kg)
Metal Pedestal & Fan

Sound Data
Speed    Qv SP LwA LpA * Octave band (Hz)

 RPM (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1725 514 711 82 62 95 86 83 78 76 73 69 66

2870 855 1970 93 73 106 97 94 89 87 84 80 77

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request

9

STORM 16

* Acoustic pressure Lp at 3 meters - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (m3/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1725 514 711 82 62 95 86 83 78 76 73 69 66

2870 855 1970 93 73 106 97 94 89 87 84 80 77

Octave band (Hz)
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Flow rate (m3/h)

Standard 50 Hz
60 Hz or frequency variation

2870 RPM
2.2 kW

3450 RPM

3150 RPM

2500 RPM

2100 RPM
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ØD A B C E G H L M Y Y1 Z Z1

200 291 350 338 280 250 40 110 100 650 545 600 570

Motor Size Motor X X1 X2 P

7.5kW ‘132’ frame 550 132 682 680

Motor dimensions may vary according to source.

Dimensions

ST18/ 200/ Metal Pedestal

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal.  Motor dimensions will vary according to source. 

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

S35 / 315 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E F G H L M Y Y1 Z Z1
315 370 570 450 130 170 255 60 150 170 650 545 600 540

Motor Size Motor X X1 X2
2,2kW, 4kW & 5,5kW ‘112’ frame 550 112 662
7,5kW ‘132’ frame 550 132 682

Fixing Holes

B

C E F

ØD

G

Z1
Z

A

ØD

H

L M
Y1

X
X2

X1

Y

ATEX speci�cations available on request, please contact us.

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
724
822

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / METAL PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L M Y Y1
160 235 288 278 262 205 40 100 97 450 345

Motor Size Motor

X X1

2,2kW ‘90’ frame

450 90
Z

450

The fan shown is mounted on a metal pedestal but is also available with a weather 
protecting box pedestal. Motor dimensions will vary according to source. 

Z1
385

Fixing Holes

B

ØD

G

A

ØD

H
X

X1

Z1
Z

L M
Y1
Y

C E

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

P

P
465

ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.
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1

ØD A B C E G H L Q R

200 291 350 338 280 250 40 110 100 750

Motor Rating Motor U U1 V V1 W W1

7.5kW ‘132’ frame 122 578 500 400 585 480

Motor dimensions may vary according to source.

Dimensions

ST18 / 200/ Box Pedestal

Axair Fans UK Limited

DIMENSIONS (mm)

Available handing and orientation viewed on air inlet

ATEX versions are available on request, please contact us.

ST16 / 160 / BOX PEDESTAL

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0

Euro

BS

ØD A B C E G H L Q U
160 235 288 278 262 205 40 100 115 95

Motor Size Motor

U1 V

2,2kW ‘90’ frame

455 340
V1

267
W

405

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

B

ØD

G

A

W1
W

ØD

H

L Q V1

U

U1

V

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 
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DIMENSIONS (mm)

ATEX speci�cations available on request, please contact us.

S35 / 315 / BOX PEDESTAL

Axair Fans UK Limited | www.axair-fans.co.uk | sales@axair-fans.co.uk | 01782 349 430

The fan shown is mounted on a weather protecting box pedestal but is also available 
mounted on a metal pedestal. Motor dimensions will vary according to source. 

ØD A B C E F G H L Q
315 370 570 450 130 170 255 60 150 180

Motor Rating Motor R U1 U2 V V1 W W1
4kW, 5.5kW & 2.2kW ‘112’ Frame 880 122 578 500 400 585 480

Available handing and orientation viewed on air inlet

HANDING & ORIENTATION

LG 0 LG 90 LG 180 LG 270

L 90 L 180 L 270 L 0
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ATEX specifications available on request

Handing & Orientation
All handings are viewed from the inlet side and are 45 degrees adjustable. Always 
check the available discharge handings for your specific fan model.



ST18 Performance Curve
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CARACTÉRISTIQUES ÉLECTRIQUES

IP55 Asynchrone 
Triphasé 7,5 2870 400/690 14,3/8,23 70,4 61183000

Sonde PTC obligatoire pour moteur ATEX avec variateur

Moteur Puissance (kW) Moteurs RPMs (RPM) Voltage (V) Intensité (A) Poids (kg) Référence

Sound Data
  Speed      Qv SP LwA LpA * Octave band (Hz)

  T/min  (m³/h) (Pa) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

2000 2141 1567 89 69 104 92 89 87 83 82 77 71

2870 3073 3227 97 77 112 100 97 95 90 90 85 78

* Acoustic pressure Lp at 3 metres - Outlet acoustic data available on request
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   Model           Motor Supply     Full Load Start

    ST18   7.5kW-2870/min 400/3/50       14.3A 132A

Weight kg
Box Pedestal & Fan

Weight kg
Metal Pedestal & Fan

3 ~ Only 3 ~ Only

119 123

Electrical Data

Maximum airflow
temperature: 50°C



1 1

Accessories
We offer a range of accessories to facilitate installation of our polypropylene corrosion resistant 
fans including our complete solution for education establishments: The educational fan pack. Talk 
to our experienced industrial team to discuss the best accessories to simplify the fume extraction 
installation process. 

Drain Hose Connector Isolators AV Mounts

Flexible Connectors Airflow Controllers Inverters

Weather Cowl Flanges School Fan Pack

EC Corrosion Resistant Fans
Talk to our Industrial team about our range of 1~ & 3~ EC Fume Extraction Fans 
Reduce fan energy consumption by up to 20% without affecting perfmance. 

Axair Fans UK Limited



ATEX specifications available on request

S15 / 125 / Box Pedestal
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